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Ventura 
Marketing

Sales argumentations
– Ventura is compact….

• 1 GHz power from just 105cm² 

– Ventura is reliable due to….
• Fan less operation up to 50°C
• Data storage on Compact Flash 

– Ventura is data save due to….
• Retentive NV-RAM storage
• Operation without accumulator
• UPS module

More argumentations you will find in
„Ventura Präsentation - Kunden 080305_en.ppt“
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Ventura 
Workshop

Sample case
Equipment:

– Ventura 300 or Ventura 300+
– CF-Card 
– Windows CE.net 4.2 or
– Windows XP embedded
– Ventura touch 12,1“
– Power supply 230V/24V
– Cable
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Workshop
Ventura in Automation

• Ventura Remote IO
• Ventura Remote PLC
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Ventura Remote I/O 
System

Remote I/O 
for the IPC  Ventura and
decentralized control concepts.
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Kodierschalter (unter dem Deckel)
Leuchtdioden (Systemmeldungen)

Lastversorgung

Busanschluss
Systemversorgung

Ventura Remote IO
Bus module

Bus module

16DI/16DO

32DI/32DO
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Ventura Remote I/O 
Busmodule

Order codes Ventura Remote IOs Ident List price
VRIO DP 16DI/16DO OS 693 .6x3 .22 .00 104.625 350,00 €     
VRIO CAN 16DI/16DO OS 693 .6x1 .22 .00 104.637 330,00 €     
VRIO DP 32DI/32DO OS 693 .6x3 .44 .00 104.626 465,00 €     
VRIO CAN 32DI/32DO OS 693 .6x1 .44 .00 104.632 445,00 €     
VRIO DP 16DI/16DO SS 693 .623 .22 .00 106.374 365,00 €     
VRIO CAN 16DI/16DO SS 693 .621 .22 .00 106.372 345,00 €     
VRIO DP 32DI/32DO SS 693 .623 .44 .00 106.376 485,00 €     
VRIO CAN 32DI/32DO SS 693 .621 .44 .00 106.373 465,00 €     
VRIO DP 16DI/16DO FD 693 .613 .22 .00 106.379 365,00 €     
VRIO CAN 16DI/16DO FD 693 .611 .22 .00 106.377 345,00 €     
VRIO DP 32DI/32DO FD 693 .613 .44 .00 106.380 485,00 €     
VRIO CAN 32DI/32DO FD 693 .611 .44 .00 106.378 465,00 €     
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Ventura Remote IO
Expansion modul

Extension Modules 

Digital Input/Output

Counter

Analogue I/O

Thermo

Mixed Signals
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Ventura 
Remote PLC
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Ventura Remote PLC
Varianten
• 16DI/16DO
• 32DI/32/DO
• PROFIBUS-DP-Slave
• CANopen
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Ventura Remote PLC
Varianten

x2x. SS= Schraub-Steck
x1x FD=Federzug-Steck
xx1=CAN
xx3=PROFIBUS 12MBd

Bezeichnung Bestell-Nr. Ident Listenpreis
VRPLC DP 16DI/16DO OS 693.9x3.22.00 104.618 575,00 €      
VRPLC CAN 16DI/16DO OS 693.9x1.22.00 104.614 555,00 €      
VRPLC DP 32DI/32DO OS 693.9x3.44.00 104.619 750,00 €      
VRPLC CAN 32DI/32DO OS 693.9x1.44.00 104.617 730,00 €      
VRPLC DP 16DI/16DO SS 693.923.22.00 106.374 590,00 €      
VRPLC CAN 16DI/16DO SS 693.921.22.00 106.372 570,00 €      
VRPLC DP 32DI/32DO SS 693.923.44.00 106.376 770,00 €      
VRPLC CAN 32DI/32DO SS 693.921.44.00 106.373 750,00 €      
VRPLC DP 16DI/16DO FD 693.913.22.00 106.379 590,00 €      
VRPLC CAN 16DI/16DO FD 693.911.22.00 106.377 570,00 €      
VRPLC DP 32DI/32DO FD 693.913.44.00 106.380 770,00 €      
VRPLC CAN 32DI/32DO FD 693.911.44.00 106.378 750,00 €      
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Ventura Remote IO and PLC
PROFIBUS-DP

Networking example

PROFIBUS-DP

PC Control
645 PCI

Ventura
Slot PLC
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Ventura Remote IO und PLC
CANopen

Networking example

Ventura with CAN-
API

Ventura
Slot PLC
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Ventura Scout 
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Ventura Scout 
Technical Information

Ventura Scout
– Control and visualize with one device
– CoDeSys Soft PLC with Target Visualization
– IEC 61131-3  programming system
– Display 5,7" und 10,4"
– Touch screen operation
– Real time clock, battery buffered 
– Fan less operation
– Extension slot
– Compact build 



24.05.2007 Kuhnke GmbH 46

Ventura Scout 
Technical Information

System description Control system
– Powerful Motorola PowerPC 266/400 MHz
– Integrated arithmetic unit with floating decimal function
– 64 MB max. 128 MB RAM
– 16 - 64 MB Flash
– SD-CARD Interface 
– Bootable with USB
– Vertical networking with Ethernet

– LINUX operating system

0%

20%
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60%

80%

100%

120%

Ventura CT Ventura 300 CE Ventura 700 CE
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Ventura Scout 
Technical Information

System description Display
– 5,7" monochrome or color
– Up to 10,4" TFT (VGA)
– 4-wire resistive touch
– Front IP 65
– Keyboard (optional)

– Customer-specific front
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Ventura Scout
Technical Information

Anschlüsse
– CANopen

– Ethernet 10/100Mbit

– 1x RS232, 1x USB, 1x RS485

– HMS-“AnyBus S“ extension slot

Optional
– Second CANopen field bus

– USB-plug (front)

– Serial Interface RS485 

– Extension slot with with SPI interface

– PROFIBUS

RS232 / RS485
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Ventura Scout
Technical Information

Extension options
Extension slot with with SPI interface

– Integrated digital I/O (12/8/4)
– Various interfaces

Integrated Customer-specific I/Os

Hms Anybus Module
– Slave Bus module

• PROFIBUS DP
• Profinet IO, 
• DeviceNet
• …..
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Ventura Scout 
Technical Information

Software
CoDeSys Highlights

– All 5 Programming languages of the  IEC 61131-3
– Free graphical function block diagram
– Editor for CANopen configuration
– Task configuration
– Monitoring of all variables
– Writing and forcing of receipts 
– Complete Offline-Simulation
– Integrated Motion functions
– Integrate visualization

KUHNKE
– Motion-Library
– Visualization-Library

KUHNKE ist Mitglied der 
CoDeSys Automation Alliance

CoDeSys SP
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Ventura Scout 
Technical Information

Software
CoDeSys Visualization, die Integration offers many benefits

– Making the visualization parallel to the application 

– Direct access to the variables 

– Program and visualization are transmitted jointly 

– Low engineering effort 
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Ventura Scout 
Sale 

Available variants

Ventura Scout 10,4" C Ventura Scout 5,7" C Ventura Scout 5,7" M 

CANopen Field bus 
Ethernet-Interface 10/100Mbit, RJ45 Ethernet 

1x RS232, 1x USB, 1x RS485Interfaces
64 MB Flash

128 MB64 MB RAM
PowerPC 400MHz PowerPC 266MHz Processor 
640 x 480 (VGA)320 x 240 (¼ VGA)Resolution

10,4" TFT 5,7" TFT 5,7" monochrome Display
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Ventura Scout 
Documentation

Manual (727 GB)
– Assembly 
– Putting into operation 
– Hardware description 

– Software

Technical Information (E 721)
– System description
– Control system
– Extensions
– Connections
– CoDeSys Visualization
– Technical data



24.05.2007 Kuhnke GmbH 541

Coffee break
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Ventura Training
First steps
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Ventura Fuxx
DRIVE Concept
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Kuhnke DRIVE Concept
Ventura Fuxx

Fuxx DriveFuxx ControlFuxx Pilot

Motion-Tools
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Kuhnke DRIVE Concept
Ventura Fuxx

DriveTech GmbH

Servomotoren

Baurehe SH

Servopositionierregler

ARS 2000 / DIS-2

3S CoDeSys
Softmotion

• Zertifizierte PLCopen
Motion Bausteine

• Elektronische
Kurvenscheibe

• Elektronisches
Nockenschaltwerk

• 2 ½ D NC-Steuerung
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Kuhnke DRIVE Concept
Fuxx Pilot

Fuxx pilot contains the 
hard and software to run 
the Kuhnke drive system 
Fuxx under CoDeSys.

4Programming

4Controlling

4Special Functions

Motion-Tools
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Kuhnke DRIVE Concept
Fuxx Pilot / Motion Modules
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Leistungsbereich:  100 W  - 25 kW

Kuhnke DRIVE Concept
Fuxx Control

Servopositionierregler 
ARS 2000 und DIS-2

Antriebsregler 
DriveControl 683 DP/EC

Fuxx Control

contained all DRIVES that 
are able to operated with 
the CoDeSys supported 
hard and software:

4Kuhnke DriveControl 683
2 x 150 W

4Metronix ARS 2000
1 …  25 kW

4Metronix DIS-2
500W  / 48V / IP65




